
*  T h e  a b i l i t y  t o  i n n o v a t e .

t :  (519)  354-4270      f :  (519)  354-4193

Industrial Metal Fabricators (Chatham) Ltd.

Let us show you how to efficiently remove fines, dust, 

stringers and other foreign material from your reground 

or virgin plastic.

Our CVS (Combination Vacuum Separator) and ACS 

(Air Classifier Separator) remove dust from plastic 

as it is being evacuated from the granulator. Please read 

on to learn more about our service. We are ready to save 

you money.

P.O.  BOX 834  |  288  Inshes Avenue |  Chatham Ontar io  |  N7M 5L1

Air Separation Systems



CVSACS

Model

Rate

Typical 
System 
Size
(l*w*h)

Model

Rate

Typical 
System 
Size
(l*w*h)

ACS 20 ACS 40 ACS 90

500-2500 lbs./hr. 2000-4500 lbs./hr. 4000-12000 lbs./hr.

11’-3”*4’-6”*19’-1” 14’-4”*6’-7”*22’-6” 16’-4”*9’-1”*24’-2”

CVS 100 CVS 160 CVS 200

200-1500 lbs./hr. 1000-2000 lbs./hr. 1500-3000 lbs./hr.

7’-9”*4’-0”*9’-0” 7’-9”*5’-4”*11’-6” 7”-9”*5’-4”*13’-9”

Options:

• Automated Dust 
Collector

• Stainless Steel 
Construction

• Custom Stand
• Access Platforms, 

Etc.

Options:

• Fine Discharge 
Cyclone

• Automated Dust 
Collector

• Stainless Steel 
Construction

• Access Platforms, 
Etc.

Model 20 shown Model 160 shown

*Larger units available pending your requirements.*Larger units available pending your requirements.
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A - PRODUCT IN
B - RECLAIMED PRODUCT
C - UNWANTED PRODUCT
D - AIR INLET TO SEPARATION AREA
E - MOTOR DRIVEN DISPERSION WHEEL
F - BLOWER
G - AIR VOLUME CONTROL GATE

MODELS AVAILABLE
ACS 20     ACS 40
ACS 90  E

A - PRODUCT/AIR INLET
B - RECLAIMED PRODUCT
C - UNWANTED PRODUCT
D - VARIABLE BAFFLES
E - BLOWER
F - AIR VOLUME CONTROL GATE

MODELS AVAILABLE
CVS 100    CVS 200
CVS 160  


